
The CM94 clamp meter is designed to tackle high-current 

measurements in demanding utility and industrial job 

sites. Its oversized, 55 mm jaw can securely clamp around 

conductor wires and busbars for accurate readings up to 2000 

A AC & DC. Designed with a CAT IV-1000 V safety rating, 

the CM94 is ready to work on relays, distribution panels, 

and switchgear as well as service conductors, feeders, and 

production power lines. VFD mode allows you to tackle noisy 

signal environments to ensure correct measurements when 

working on large motors and motor controls. Utilities and 

industrial electrical technicians demand the best, and FLIR 

delivers with the rugged and dependable CM94 clamp meter. 

www.flir.com/CM94
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FLIR CM94™

PACKED WITH THE 
FUNCTIONS YOU NEED
This full-featured clamp meter saves time and helps 
you troubleshoot effectively

GREATER SAFETY SO YOU 
CAN FOCUS ON RESULTS
Get the right tool for high current jobs with 
improved safety built in

• Trust accurate AC voltage and current 
measurements with True RMS, LoZ, and VFD 
mode to filter signal noise    

• Troubleshoot connections and components with 
a Continuity test mode

• Measure resistance, frequency, and 
temperature 

• Work your way with both auto- and manual-
ranging settings  

• CAT IV-1000 V rating protects from dangerous 
transient overvoltage near utility service 
equipment

• Get accurate current readings on high current 
equipment up to 2000 A AC/DC

• Eliminate errors from residual ghost voltage 
using LoZ (low impedance) mode 

THE RIGHT TOOL FOR 
INDUSTRIAL JOBS
The FLIR CM94 features an oversized jaw to clamp 
around large conductors or multiple conductors

• Generous jaw opening of 55 mm (2.2 in)

• Perfect for industrial electricians, utility 
workers, and electrical contractors

• Ergonomic design is easy to hold with thumb 
dial for one-hand operation

• Bright, large backlit 6000 count display that’s 
easy to read in any conditions



Equipment described herein is subject to US export 
regulations and may require a license prior to export. 
Diversion contrary to US law is prohibited. Imagery 
for illustration purposes only. Specifications are 
subject to change without notice. ©2019 FLIR 
Systems, Inc. All rights reserved. 08/19

19-1902-INS_EMEA

CORPORATE  
HEADQUARTERS
FLIR Systems, Inc.
27700 SW Parkway Ave.
Wilsonville, OR 97070
USA
PH: +1 866.477.3687

LATIN AMERICA
FLIR Systems Brasil
Av. Antonio Bardella, 320
Sorocaba, SP 18085-852
Brasil
PH: +55 15 3238 8070

www.flir.com
NASDAQ: FLIR

Specifications are subject to change without notice. For the most up-to-date specs, go to www.flir.com

Basic measurement capabilities

Safety category rating CAT IV-1000 V

True RMS Yes

Features

Data hold Yes

Relative DC zero Yes

LoZ mode (auto range) Yes

VFD Yes

Jaw size 55 mm (2.2 in) max

Non-contact voltage 
(NCV)

Yes

Measurement and 
analysis

Range & resolution Basic accuracy

AC current 200.0, 2000 A ±2%

DC current 200.0, 2000 A ±2%

AC voltage 6.000, 60.00, 600.0, 1000 V ±1.2% / 5d

AC voltage (digital low 
pass filter - VFD)

6.000, 60.00, 600.0, 1000 V ±2%

LoZ mode AC voltage 6.000, 60.00, 600.0, 1000 V 1.5%

DC voltage 6.000, 60.00, 600.0, 1000 V ±0.5%

LoZ mode DC voltage 6.000, 60.00, 600.0, 1000 V 1.3%

Frequency 40.00 Hz to 400.0 Hz (ACA)
50.00 Hz to 400.0 Hz (ACV)

±1%
±1%

Resistance 600.0, 6.000 k, 60.00 kΩ
600.0 kΩ
6.000 M
40.00 MΩ

±0.5%
±0.8%
±1.2%
±2.3%

Diode test 1.000 V ±1.0%

Capacitance 60.00 nF, 600.0 nF, 6.000 µF, 
60.00 µF, 6000.0 µF, 2000 µF

±2.0%

Temperature -50°C to 1000°C  
(-58°F to 1832°F)

±0.3%

Continuity 10 to 200 Ω, 2 kHz buzzer

S P E C I F I C A T I O N S

Display

Screen 3-5/6 digits 6000 counts
3-½ digits 1999 counts for Hz

Backlight Yes

Auto power off 34 minutes

Overload indication “OL” or “-OL”

Low battery indication Yes

General

Operating temperature -10°C to 50°C (14°F to 122°F)

Operating relative 
humidity

Maximum relative humidity 80% for temperature up to 31°C 
(88°F) decreasing linearly to 50% relative humidity at 50°C 
(122°F)

Storage temperature -20°C to 60°C (-4°F to 140°F) <80% RH (with battery removed)

Drop Test 2 m (6.5 ft)

IP rating IP40

Certifications UL, CE, CSA, RCM

Battery type 2× AA

Size (L × W × H) 269 × 106 × 51 mm (10.6 × 4.2 × 2.0 in)

Weight 700 g (24.7 oz)

Box contents Test lead set, quick start guide, manual, soft carrying pouch, 
banana plug Type-K thermocouple
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Wijzigingen voorbehouden EURO-INDEX® VL 18001
Het Bluetooth® woord- en beeldmerk zijn eigendom van Bluetooth SIG, Inc. Gebruik van deze merken door EURO-INDEX geschiedt onder licentie.

Service van EURO-INDEX
EURO-INDEX verleent service op alle meetinstrumenten uit haar leveringspakket en biedt de faciliteiten, kennis en 

hoog gekwalificeerd personeel voor (preventief) onderhoud, reparatie en kalibratie van uw meetinstrumenten.

Geautoriseerd Service Centrum  .................................................................
EURO-INDEX is van alle vertegenwoordigde merken een Geautoriseerd Service 
Centrum.

Dit betekent dat uw instrumenten worden behandeld door goed opgeleid en 
kundig personeel, dat beschikt over de juiste gereedschappen en software.  
Er worden uitsluitend originele onderdelen gebruikt en de garantie van uw 
instrument, evenals de certificering (ATEX, EN50379, etc.) 
blijven intact.

Service- en kalibratielaboratorium  ................................................................
EURO-INDEX beschikt over een bijzonder modern service- en kalibratie- 
laboratorium met RvA accreditatie naar NEN-EN-ISO/IEC 17025. Deze accreditatie 
geldt voor verschillende grootheden, zoals gespecificeerd
in de scope bij accreditatienummer K105.

KWS®  ............................................................................................................
KWS is een een uniek servicesysteem voor uw meetinstrumenten met periodiek 
onderhoud en kalibratie. Veel zaken worden voor u geregeld, zodat u zonder 
zorgen gebruik kunt maken van uw meetinstrumenten.
De kosten zijn laag en voorspelbaar.

Digitale toegang tot uw kalibratiecertificaten met Mijn KWS  .........................
Via het Mijn KWS webportal heeft u altijd en overal toegang
tot uw kalibratiecertificaten en gerelateerde documenten.

Verhuur van meetinstrumenten  ....................................................................
�� Uitgebreid assortiment
�� Deskundig advies
�� Instrumenten worden geleverd met accessoirepakket en 
herleidbaar kalibratiecertificaat

EURO-INDEX Academy  ....................................................................................
�� Producttrainingen (individueel en klassikaal)
�� Seminars
�� Demonstratie- en instructievideo’s

Bekijk de video op ons YouTube 
kanaal en ontdek alles over KWS

Servicebalie Kalibratie rookgasanalyse Seminars en workshops Kalibratie thermografie

https://youtu.be/1hbEwnIs1BY?list=PLs0ELUzDL7k-or_yblbtsQeN6A90385hy
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