
TECHNICAL DATA

1AC-II/1LAC-II VoltAlert
The pocket-sized voltage detector

The next generation VoltAlert™ ac voltage testers from Fluke are 
easy to use—just touch the tip to a terminal strip, outlet, or cord. 
When the tip glows red and the unit beeps, you know there’s 
voltage in the line. Electricians, maintenance, service, safety per-
sonnel, and homeowners can quickly test for energized circuits and 
defective grounds on the factory floor, in the shop, or at home.  
• Accurately identify incorrectly wired outlets
• The 1AC-II continually tests its battery and its circuit integrity 

with a periodic double flash visual indication using Fluke Volt-
beat™ technology.

• Voltage detection of 90 V to 1000 V ac or 200 V to 1000 V ac 
depending on model, as well as a 24 V to 1000 V ac control  
circuit model.

• The VoltAlert™ Tester (1AC-II and 1LAC-II) is a Category IV 
—1000 V overvoltage rated product for added user protection,  
the highest rated of its kind.

• It is rugged, reliable, and has a two-year warranty.

Specifications

OPERATING PRINCIPLE
Senses the steady state electrostatic 
field produced by ac voltage through 
insulation without requiring contact to 
the bare conductor. A red glow at the 
tip and a beeping noise (if not switched 
OFF) indicates the presence of voltage. 
Note: Does not respond to random 
electrostatic discharge.

VOLTAGE SENSING RANGES
Nominally, 90 V AC to 1000 V AC or 200 
V AC to 1000 V AC depending on model, 
45 Hz to 405 Hz; also a 20 V to 90 V 
control circuit model

DETECTOR TIP STYLE
Blade or round, depending on model

LIGHT SOURCE
One high intensity red LED

SAFETY RATING
1000 V, CAT IV

IP RATING
IP 40

OPERATING TEMPERATURE RANGE
-10 °C to 50 °C

OPERATING HUMIDITY RANGES
0 % to 95 % (0 °C to 30 °C)
0 % to 75 % (30 °C to 40 °C)
0 % to 45 % (40 °C to 55 °C)

OPERATING ALTITUDE
3000 meters

BATTERIES
2 AAA alkaline batteries included
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Ordering Information
Fluke-1AC-A1-II ACV Detector 90-1000V, ENGL/LASPN/CFR
Part Number 2432932
Fluke-1AC-A2-II ACV Detector 90-1000V, BRPORT/JAP/CHIN-T
Part # 2432944
Fluke-1AC-E1-II ACV Detector 200-1000V, ENGL/GER/FREN/DUTCH
Part # 2432967
Fluke-1AC-E2-II ACV Detector 200-1000V, DANSH/NORW/SWED
Part # 2432971
Fluke-1LAC-A-II Low Voltage Detector 20-90 VAC AMERICAS PACIFIC
Part # 2433021
FLK-1AC-A1-II-5PK Volt Alert, 5 Pack For USA
Part # 2433042
FLK-1AC-E1-II-5PK Volt Alert, 5 Pack For EUROPE
Part # 2433056

Related standards and 
regulations for:

Safety
Europe and ROW: Low voltage directive and 
related standards as: EN61010 respectively 
IEC61010 for international requirements

EMC
Europe and ROW: EMC directive and 
related standards as: EN61326 respectively 
IEC61326 and their subset for ESD. Not all 
EMC standards are necessary due to no 
contact to mains voltage.

Environmental
Especially in European markets with 
relations to WEEE and RoHs directive for the 
used materials and information in the user 
documetation (manual)

Low volt versionAmericas version European version



Sous réserve de modifications EURO-INDEX® FR 18001
Le nom et la marque Bluetooth® sont la propriété de Bluetooth SIG Inc. L’utilisation de ce nom par EURO-INDEX s’effectue sous licence.

Les services d'EURO-INDEX
EURO-INDEX fournit des services pour tous les instruments de sa gamme de fournitures et offre des services, de la connaissance 

et du personnel hautement qualifié pour l'entretien (préventif), la réparation et le calibrage de vos instruments de mesure.

Centre de Service Agréé .............................................................................
EURO-INDEX est un Centre de Service Agréé pour toutes les marques représentées.

Autrement dit, vos instruments sont traités par du personnel formé et compé-
tent, qui dispose des outils et logiciels adéquats. Seules des pièces d'origine 
sont utilisées et la garantie de votre instrument ainsi que 
la certification (ATEX, EN50379, etc.) restent valables.

Laboratoire de maintenance et de calibrage  ..............................................
EURO-INDEX dispose d’un laboratoire de maintenance et de calibrage particu-
lièrement moderne, titulaire d'une accréditation conforme à la norme NEN-EN-
ISO/IEC 17025. Cette accréditation est valable pour différentes grandeurs, telles 
que spécifiées dans le champ d’application associé au
numéro d’accréditation K105.

MQS®  .......................................................................................................
MQS est une formule d’entretien exclusive comportant un entretien et un cali-
brage périodiques de vos instruments de mesure. La prise en charge de multiples 
aspects vise à vous libérer de tout souci lors de l’utilisation de vos
instruments de mesure. Les coûts sont modiques et prévisibles.

Accès numérique à vos certificats de calibrage avec Mon MQS  ...................
Mon MQS est un portail Web qui vous donne accès partout et à tout moment à 
vos certificats de calibrage et aux documents apparentés.

Location d'instruments de mesure  ............................................................
�� Vaste assortiment
�� Conseils avisés
�� Les instruments sont livrés avec leurs accessoires et 
leurs certificats de calibrage traçables

EURO-INDEX Academy  ...............................................................................
�� Formations sur les produits (individuelles et collectives)
�� Séminaires
�� Vidéos de démonstration et d'instruction

Visionnez la vidéo sur notre chaîne 
YouTube et découvrez tout ce qu'il 

vous faut savoir sur MQS

Guichet des services Calibrage de l'analyse de gaz de combustion Séminaires et ateliers Calibrage de la thermographie

https://youtu.be/E7l0ScgY-uk?list=PLs0ELUzDL7k-or_yblbtsQeN6A90385hy
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