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A cost-effective monitor that alerts

when conditions are present that

may jincrease the risk of expdsure to
airbdkne transmission risk based on
d activity levels*
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Research conducted by scientists at the University

of Colorado' has shown that real-time monitoring of DR ARR
indoor ambient air can be an indicator of increased PROFESSOR, AVID

risk of airborne viral transmission, utilizing different SREREISE LS

levels of risk-based factors such as CO, concentration LLEEET e
levels and the type of human activity in the area.* AD D

Using this guidance and Honeywell algorithms, we identified air quality conditions g Lo Keep INaoor carbo
that are driven by common activities and variables such as average room size, SlRAIC(E IBVELS EWEin WemHeEl, 1o
number of people present, breathing rate, and duration. The device comes with three around 500 pa e <
pre-programmed indoor activity settings. For each setting, the monitor provides v _. . ._- '. :. . .' :_.
indications using a traffic light pattern (green, yellow, or red) and a sound alarm so sward 600

users can be aware of conditions that may increase the risk of airborne transmission

based on detectable CO, levels.



COST-EFFECTIVE

& USER-FRIENDLY @&

REAL-TIME MONITORING
OF INDOOR AMBIENT AIR
CONDITIONS CAN BE AN
INDICATOR OF INCREASED
RISK OF AIRBORNE VIRAL
TRANSMISSION*

Using proprietary technology that
monitors CO, levels combined with
settings to account for human activity
levels in an indoor area, the Honeywell
Transmission Risk Air Monitor is a
portable, cost-effective, and user-friendly
solution that alerts when conditions are
present that may increase the risk of
exposure to airborne transmission.

The device comes with three pre-
programmed indoor activity settings:
low, medium, and high activity and is
recommended for coverage of 800-
1000 square feet. For each setting, the
monitor provides indications using a
traffic light pattern (green, yellow, or
red) and a sound alarm so users can be
aware of conditions that may increase the
risk of airborne transmission based on
detectable CO, levels.

Honeywell Gas Analysis and Safety is

a leader in gas detection technology
protecting workers around the globe.
This monitor was developed utilizing

our leading technology to support
restaurants, gyms, and library’s efforts in
“in-person” activities.

For more information
sps.honeywell.com

Honeywell Gas Analysis and Safety
9680 0ld Bailes Rd, Fort Mill, SC 29707
(803) 835-8000

Contact us

Us: Canada:

Tel. 800.430.5490 Tel. 888.212.7233
Fax. 800.322.1330 Fax. 888.667.8477

informationsp@honeywell.com

- Activity Based Settings

Low Activity

Reading, quietly talking,
6-foot social distancing,
activity duration less than
30 minutes

Medium
Activity
L Eating,
4 Talking loudly,
6-foot social
distancing,
activity duration
less than

45 minutes

High Activity

Running, jumping, exercising,
limited social distancing,

higher exhalation rate,

activity duration over 45 minutes

The Federation of European Heating, Ventilation and Air Conditioning

Associations (REHVA) recommends using CO, measuring devices indoors to
assess risks of SARS-CoV-2 transmission via aerosols 3.

*The Honeywell Transmission Risk Air Monitor (HTRAM) analyzes specific air quality conditions and alerts the
user when conditions are present that may increase the risk of exposure to airborne viral transmission. It does not
prevent or reduce virus transmission nor mitigate viruses that may be present, nor does it detect or warn against
the presence of any virus, including but not limited to COVID-19. The HTRAM does not repel or destroy any
microorganism, viruses, bacteria, or germs.

It is buyer’s sole responsibility (1) to determine the suitability of the HTRAM for use in its application, (2) to operate the HTRAM
in accordance with the user manual and any other instructions provided by Honeywell, (3) to determine, based on buyer’s
experience, expertise, and other available tools, the suitability of any product or service it may offer or recommend to the end
user.

Buyer is responsible for determining whether the product is appropriate for use under certain statutory guidelines and are
likewise responsible for determining whether the HTRAM is subject to any government reimbursement programs.

Any recommendations or assistance provided by Honeywell regarding the use or operation of the HTRAM — through our
literature, the Honeywell web site, or otherwise — shall not be construed as representations or warranties of any kind, express or
implied, and such information is accepted at buyer’s own risk and without any obligation or liability to Honeywell

The information we supply in this data sheet is believed to be accurate and reliable as of this writing. However, specifications may
change without notice, and Honeywell assumes no responsibility for its use.

Honeywell disclaims all implied warranties, including those of merchantability and fitness for a particular purpose. In no event

shall Honeywell be liable for consequential, special, incidental, or indirect damages, or lost profits or lost revenues.




Les services d'EURO-INDEX

EURO-INDEX fournit des services pour tous les instruments de sa gamme de fournitures et offre des services, de la connaissance
et du personnel hautement qualifié pour I'entretien (préventif), la réparation et le calibrage de vos instruments de mesure.

Centre de Service Agréé
EURO-INDEX est un Centre de Service Agréé pour toutes les marques représentées.

Autrement dit, vos instruments sont traités par du personnel formé et compé-
tent, qui dispose des outils et logiciels adéquats. Seules des piéces d'origine

sont utilisées et la garantie de votre instrument ainsi que ,
la certification (ATEX, EN50379, etc.) restent valables.

Laboratoire de maintenance et de calibrage

EURO-INDEX dispose d'un laboratoire de maintenance et de calibrage particu-
lierement moderne, titulaire d'une accréditation conforme a la norme NEN-EN-
ISO/IEC 17025. Cette accréditation est valable pour différentes grandeurs, telles
que spécifiées dans le champ d‘application associé au
numéro d'accréditation K105.

PLUS D’INFOS

Visionnez la vidéo sur notre chaine
YouTube et découvrez tout ce qu'il
vous faut savoir sur MQS

(®)

Guichet des services Calibrage de I'analyse de gaz de combustion

MQSs®
MQS est une formule d'entretien exclusive comportant un entretien et un cali-
brage périodiques de vos instruments de mesure. La prise en charge de multiples
aspects vise a vous libérer de tout souci lors de l'utilisation de vos .

instruments de mesure. Les colts sont modiques et prévisibles.

Acces numérique a vos certificats de calibrage avec Mon MQS ...................
Mon MQS est un portail Web qui vous donne acces partout et a tout moment a

vos certificats de calibrage et aux documents apparentés.

Location d'instruments de mesure

- Vaste assortiment

= Conseils avisés

+ Les instruments sont livrés avec leurs accessoires et
leurs certificats de calibrage tracables

PLUS D'INFOS

EURO-INDEX Academy
- Formations sur les produits (individuelles et collectives)
- Séminaires

- Vidéos de démonstration et d'instruction

PLUS D'INFOS

Séminaires et ateliers Calibrage de la thermographie

Sous réserve de modifications EURO-INDEX® FR 18001

Le nom et la marque Bluetooth® sont la propriété de Bluetooth SIG Inc. Lutilisation de ce nom par EURO-INDEX s effectue sous licence.

Leuvensesteenweg 607
1930 Zaventem
T:02-75792 44

F: 02 -757 92 64
info@euro-index.be
www.euro-index.be
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https://youtu.be/E7l0ScgY-uk?list=PLs0ELUzDL7k-or_yblbtsQeN6A90385hy
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