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Unrivalled Gas Detection.

GASCHECK G
GAS LEAK DETECTOR

RAPID, ACCURATE DETECTION OF LOW 
LEVEL LEAKS.
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Best available 
leak detection
• Fast, accurate leak detection 

at highly sensitive levels
• Detects almost any known 

gas or gas mixture
• Particularly sensitive to 

ammonia, argon, butane, 
helium, hydrogen and SF6

• Reliable, stable, 
repeatable readings

Ease of use
• Simple, one handed operation
• Large, clear LCD back lit 

display for easy viewing
• Graphical icon menu
• Conveniently calibrated 

against helium

Flexibility
• Choice of readings in cc/

sec, g/yr, mg/m3

• Easily upgradeable 
throughout the range

Low cost operation
• Inexpensive consumables 

and parts
• 2 year warranty when 

instrument registered online

GASCHECK G RAPIDLY AND 
ACCURATELY DETECTS ALMOST 
ANY GAS OR GAS MIXTURE DOWN 
TO HIGHLY SENSITIVE LEVELS. 
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Designed for the search and 
location of gas leaks, GasCheck 
G has an advanced micro 
thermal conductivity sensor 
for fast, effective detection of 
almost any gas or gas mixture.

Robust and reliable, GasCheck 
G provides stable, repeatable 
readings of the detected gas. The 
instrument’s LCD display, LED 
indicator and audible sounder 
clearly indicate the leak present.

GasCheck G automatically zeros 
to the ambient air around it when 
switched on and is ready to detect 
immediately. The instrument’s 
easy to use graphical interface 
and intuitive keypad allows simple 
function, selection and adjustment.

Upgradeable throughout the 
range, GasCheck G is available 
in three distinct versions; 
G1, G2 and G3 with varied 
capabilities. Features can be 
easily added to upgrade the 
instrument without it having to 
be returned to the factory. 

FEATURE G1 G2 G3

Rapid detection of gas leaks 4 4 4

Measure gas leaks (single gas) 4

Measure gas leaks 
(up to 20 gases) 4

Audible sounder 4 4 4

Flashing back-lit display 4 4 4

Peak hold readings 4 4

Factory or custom 
calibration available 4 4

Data logging (store up 
to 10 readings) 4

Readings displayed in cc/
sec,g/yr,ppm or mg/m3 4

Selectable battery type 4

Upgradeable 4 4

Extend your  
instrument warranty
Your GasCheck G instrument 
warranty may be extended 
by simply registering your 
product on the Ion Science 
website within one month of 
purchase. Visit www.ionscience.
com/instrument-registration to 
take advantage of this offer.

Applications include
• Industrial
• Quality Assurance 
• Manufacturing
• Laboratory 
• Medical 
• Research

Accessories
GasCheck G is supplied with an 
exclusive range of accessories.  
Visit www.ionscience.com/
gascheck for more information.
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Technical 
specifications

Distributed by:

Detector
• Micro thermal conductivity 

detector (MTCD)
• Sensor is poison resistant 

with over range protection

Operation
• Battery Type: 4 x alkaline AA 

size or NiMH (rechargeable)
• Typically 40 hours life

Sensitivity (cc/sec)
• He 1 x 10-5, CH4 5 x 10-5, 

R12 5 x 10-5, Ar 1 x 10-4

Accuracy
• + 5% Displayed reading One digit

Response
• T90 = 1 second rise 

and clear down

Sound
• Flashing LED and 90 dBA 

(at 10 cm) audible sounder

Calibration
• Factory calibrated to fully 

documented procedures 
in accordance with our 
ISO 9001:2008 Quality 
Management System

Data logging
• 10 data points  

(available for G3 only.)

Temperature
• Operating:  

-20 to +60 °C, -4 to 140 oF
• Storage:  

-20 to +70 °C, -4 to 158 oF
• Humidity:  

0 to 99% RH (non-condensing)

Flow rate
• 2 cc/min

Weight & dimensions
• Instrument with probe: 

390 x 60 x 49 mm,  
15.5 x 2.3 x 1.9”

• Case: 420 x 320 x 97 mm,  
16.5 x 12.5 x 3.8”

• Instrument: 0.45 kg, 1 lb, 
Packed 1.6 kg, 3.5 lb

ION Science Ltd
The Hive, Butts Lane, 
Fowlmere,  
Cambridgeshire,  
SG8 7SL, UK

T +44 (0)1763 208503
E info@ionscience.com
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GasCheck G V1.6. This publication is not intended to form the 
basis of a contract and specifications can change without notice.

EMC tested EN50081-1 & EN50082-1 July 98.

“We have bought several GasCheck G3 units from Ion Science and 
are really happy with how reliable the ppm readings are – customers 
find the instrument easy to use. The customer service received 
from Ion Science is excellent, and so is the company overall.

Lee Chamberlain, VP Operations, LACO Technologies



Wijzigingen voorbehouden EURO-INDEX® VL 17001
Het Bluetooth® woord- en beeldmerk zijn eigendom van Bluetooth SIG, Inc. Gebruik van deze merken door EURO-INDEX geschiedt onder licentie.

Service van EURO-INDEX
EURO-INDEX verleent service op alle meetinstrumenten uit haar leveringspakket en biedt de faciliteiten, kennis en 

hoog gekwalificeerd personeel voor (preventief) onderhoud, reparatie en kalibratie van uw meetinstrumenten.

Geautoriseerd Service Centrum  .................................................................
EURO-INDEX is van alle vertegenwoordigde merken een Geautoriseerd Service 
Centrum.

Dit betekent dat uw instrumenten worden behandeld door goed opgeleid en 
kundig personeel, dat beschikt over de juiste gereedschappen en software.  
Er worden uitsluitend originele onderdelen gebruikt en de garantie van uw 
instrument, evenals de certificering (ATEX, EN50379, etc.) 
blijven intact.

Service- en kalibratielaboratorium  ................................................................
EURO-INDEX beschikt over een bijzonder modern service- en kalibratie- 
laboratorium met RvA accreditatie naar NEN-EN-ISO/IEC 17025. Deze accreditatie 
geldt voor verschillende grootheden, zoals gespecificeerd
in de scope bij accreditatienummer K105.

KWS®  ............................................................................................................
KWS is een een uniek servicesysteem voor uw meetinstrumenten met periodiek 
onderhoud en kalibratie. Veel zaken worden voor u geregeld, zodat u zonder 
zorgen gebruik kunt maken van uw meetinstrumenten.
De kosten zijn laag en voorspelbaar.

Digitale toegang tot uw kalibratiecertificaten met Mijn KWS  .........................
Via het Mijn KWS webportal heeft u altijd en overal toegang
tot uw kalibratiecertificaten en gerelateerde documenten.

Verhuur van meetinstrumenten  ....................................................................
�� Uitgebreid assortiment
�� Deskundig advies
�� Instrumenten worden geleverd met accessoirepakket en 
herleidbaar kalibratiecertificaat

EURO-INDEX Academy  ....................................................................................
�� Producttrainingen (individueel en klassikaal)
�� Seminars
�� Demonstratie- en instructievideo’s

Bekijk de video op ons YouTube 
kanaal en ontdek alles over KWS

Servicebalie Kalibratie rookgasanalyse Seminars en workshops Kalibratie thermografie

https://youtu.be/1hbEwnIs1BY?list=PLs0ELUzDL7k-or_yblbtsQeN6A90385hy

	EURO-INDEX_Bijlage externe folders_VL17001.pdf
	Bladwijzer 1

	EURO-INDEX_Bijlage externe folders_VL17001.pdf
	Bladwijzer 1


	Knop 2: 
	Knop 1: 
	Knop 128: 
	Knop 3: 
	Knop 4: 
	Knop 5: 
	Knop 6: 


