
SPECIFICATIONS:
• 243 lbs (110 kg capacity)

• Accuracy: ≤±0.05% of reading

• Resolution: 0.05 lb / 0.5 oz / 0.01 kg

• Automatic shut-off: 3 hours

• Operating Temperature:       
32 to 120˚F (0 to 49˚C) 

• Battery life: approximately 38 hours

• Rugged, non-slip platform

Specifications for Bluetooth®  
wireless technology:
• 260’ (80m) maximum line-of-sight range

• Bluetooth® 4.2 and 5

1 ASPEN DRIVE, RANDOLPH, NJ 07869
PHONE: 973-252-9119 / FAX: 973-252-2455

WEB: WWW.MASTERCOOL.COM

THE ULTIMATE DEVICE FOR CHARGING AND RECOVERING OF REFRIGERANT
Mastercool’s electronic charging scale with Bluetooth® wireless technology features an extra-large LCD display for easy reading from any angle and features three display 
modes (kgs, lbs, oz). With a high capacity of up to 243 lbs (110 kgs) it is easily one of the best on the market. Included in this package will be the capability to download our free 
Mastercool Connect app. This will allow for full mobility as activity can be easily viewed on all compatible hand-held smart devices.

Durable and Portable
Strong aluminum base with a rugged, non-slip platform provides extra durability while working in any environment. The included compact and heavy-duty carrying case allows 
for easy portability to any job site.

Manufactured for Performance
The large rugged, non-slip platform provides for easy weighing of refrigerant tanks with an accuracy of ≤±0.05% of reading.

FUNCTIONS:
• CHARGE PROGRAMMING: Allows user to program desired quantities. Before charge is complete, an alarm will sound allowing ample time to turn off refrigerant supply
• PAUSE/CHARGE (Using the 98230 Charging Solenoid Module): This feature allows user to stop and continue charging
• TANK CAPACITY PROGRAMMING: EMPTY/FULL tank feature allows user to know the amount of refrigerant in the tank at any time
• REPEAT: Allows user to charge previously stored amount

DOWNLOAD OUR APP
Apple® and the Apple Logo® are trademarks of Apple Inc. Google Play and the Google Play logo are trademarks of Google LLC. The Bluetooth® word 
mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of such marks by Mastercool Inc. is under license. Other trade-
marks and trade names are those of their respective owners.

The Mastercool Connect app is used exclusively with Mastercool’s Bluetooth® capable 
HVAC and automotive service tools and equipment. This app provides full mobility for our 
Bluetooth® enabled products as live activity can be easily viewed on all compatible hand-
held smart devices. The Mastercool Connect App requires iOS versions 11 or later and Android 
versions 6 or later. 

Simply download the free Mastercool Connect app to begin receiving and analyzing data from any nearby 
Mastercool enabled Bluetooth® device.

Use the Electronic Charging Scale and the Mastercool Connect App to:
• Remote display weight of charge and recovery quantities

98210-BL                                              ELECTRONIC CHARGING SCALE with Bluetooth® Wireless Technology

Compact 
control panel 
features a 
large back-lit 
LCD screen 
 and keypad

Long flexible 
coil allows user 
to easily place 
control panel 
in an array of 
convenient 
positions

Rugged platform for 
easy weighing  of 
refrigerant tanks

Platform level eye
to easily make sure 
unit is placed on a level 
surface



Sous réserve de modifications EURO-INDEX® FR 18001
Le nom et la marque Bluetooth® sont la propriété de Bluetooth SIG Inc. L’utilisation de ce nom par EURO-INDEX s’effectue sous licence.

Les services d'EURO-INDEX
EURO-INDEX fournit des services pour tous les instruments de sa gamme de fournitures et offre des services, de la connaissance 

et du personnel hautement qualifié pour l'entretien (préventif), la réparation et le calibrage de vos instruments de mesure.

Centre de Service Agréé .............................................................................
EURO-INDEX est un Centre de Service Agréé pour toutes les marques représentées.

Autrement dit, vos instruments sont traités par du personnel formé et compé-
tent, qui dispose des outils et logiciels adéquats. Seules des pièces d'origine 
sont utilisées et la garantie de votre instrument ainsi que 
la certification (ATEX, EN50379, etc.) restent valables.

Laboratoire de maintenance et de calibrage  ..............................................
EURO-INDEX dispose d’un laboratoire de maintenance et de calibrage particu-
lièrement moderne, titulaire d'une accréditation conforme à la norme NEN-EN-
ISO/IEC 17025. Cette accréditation est valable pour différentes grandeurs, telles 
que spécifiées dans le champ d’application associé au
numéro d’accréditation K105.

MQS®  .......................................................................................................
MQS est une formule d’entretien exclusive comportant un entretien et un cali-
brage périodiques de vos instruments de mesure. La prise en charge de multiples 
aspects vise à vous libérer de tout souci lors de l’utilisation de vos
instruments de mesure. Les coûts sont modiques et prévisibles.

Accès numérique à vos certificats de calibrage avec Mon MQS  ...................
Mon MQS est un portail Web qui vous donne accès partout et à tout moment à 
vos certificats de calibrage et aux documents apparentés.

Location d'instruments de mesure  ............................................................
�� Vaste assortiment
�� Conseils avisés
�� Les instruments sont livrés avec leurs accessoires et 
leurs certificats de calibrage traçables

EURO-INDEX Academy  ...............................................................................
�� Formations sur les produits (individuelles et collectives)
�� Séminaires
�� Vidéos de démonstration et d'instruction

Visionnez la vidéo sur notre chaîne 
YouTube et découvrez tout ce qu'il 

vous faut savoir sur MQS

Guichet des services Calibrage de l'analyse de gaz de combustion Séminaires et ateliers Calibrage de la thermographie

https://youtu.be/E7l0ScgY-uk?list=PLs0ELUzDL7k-or_yblbtsQeN6A90385hy
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